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Lighting

8” Smooth Acrylic

DESCRIPTION

LBSILi%hting smooth spheres are designed for commercial and residential post top and pendant
applications and are available with fitter neck, twist lock neck, screw neck and neckless openings.

MATERIALS

* Acrylic - UV resistant with continuous operating temperature up to 80°C

and transmittance of 92% (application dependent). Acrylic spheres are available in clear, white,

bronze or smoke.

* LD Acrylic - UV resistant with continuous operating temperature up to 80°C and transmittance of

90% to 94% (application dependent).

SPHERES

FITTER NECK (F) [TER I O e = MATERIAL COLOR
‘ 20008-CL4F |8’ 346" [3.91" | Acrylic Clear
%2 | f 20008-WH-4F |8’ 346" 391" | Acnylic White
| 20008-BR4F |8’ 346" 391" |Acnylic Bronze
‘ | LD. | 20008-SM-4F | 8" 346" [391" | Acnylic Smoke
0.D. | 20008-LD-4F |8’ 346" [391" | LDAcnylic Frost
SCREW NECK (S) ITEMNO.  shide) MATERIAL

20008-CL-3S |8’ 281" [324° | Acrylic Clear
20008-WH-35 |8’ 281|324 | Acrylic White
‘ 20008-BR-3S |8’ 281|324 | Acrylic Bronze
| — 5B — | 20008-sM-35 |8 [281" [324" |Acryiic Smoke
TWIST LOCK (T) ITEMNO. Rl MATERIAL
i 20008-CL4T |8’ 346" 394 | Acrylic Clear
| 20008-WH-4T |8’ 346" 394 | Acnylic White
‘ . D ‘ 20008-BR-4T |8’ 346" [3.94 | Acrylic Bronze
| 0.D. | 20008-SM-4T | &’ 346" 394 | Acrylic Smoke
20008-LD4T |8’ 346" 394 | LDAcnylic Frost
NECKLESS (N) MEMING. (srithe  oiok (ebq MATERIAL COLOR
| 20008-CL-3N | &’ 3500 |NA | Acrylic Clear
| 7 20008-WH-3N |8’ 3500 |[NA | Acrylic White
1D, — 20008-BR-3N |8’ 3500 |NA | Acryiic Bronze
20008-SM-3N | &’ 3500 |[NA | Acrylic Smoke
20008-LD-3N |8’ 3500 |NA | LD Acnylic Frost
CUSTOM (XX) TEMNO. e oMNG oMAX, — MATERIAL COLOR
R, i 20008-CL-XX |8’ 350" |550" | Acrylic Clear
D I .
b 20008-WH-XX |8’ 3500 |550° | Acrylic White
CUSTOM OPENING 20008-BR-XX |8’ 3500 |550" | Acrylic Bronze
S tonal sttachaction for 20008-SM-XX |8’ 350" |550" |Acnylic Smoke

Dimensions are nominal




