
THE RIGHT CHOICE IN BALLASTS!

High Pressure Sodium

VII.1

High Pressure Sodium Kits 

Features & Benefits
Durable, Quality Craftsmanship

Each ballast is factory tested to guarantee field •	
performance.

Pre-wired Kits
All kits are pre-wired.  There is no second guessing on •	
how to install all components.

Solid 2 Year Warranty 
All HID installations are backed by Keystone’s industry •	
leading warranty program.

Vacuum Impregnated Core and Coil
Every ballast is vacuum impregnated to ensure a solid •	
fit of all laminations, dramatically reducing the friction 
in the ballast that can cause audible humming.

Applications:
Outdoor Lighting•	

Industrial Lighting•	

Hi-Bay Lighting•	

Garage Lighting•	

Roadway Lighting•	

Keystone’s lineup of dependable magnetic core & coil high pressure 
sodium ballasts ranges from 35W thru 1000W.  Our pre-wired kits include 
an ignitor, capacitor, mounting brackets, hardware, and a single tap, quad 
tap, or 5 tap ballast!

High pressure sodium is the ideal HID light source for energy efficiency, 
long life, and superior lumen maintenance.
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35 S76 Single 120 HPS-35R-1-KIT R-HPF 42 0.38 120 IGN-XG-01
14uF, 
120V

A R1 H1 2

50 S68 Single 120 HPS-50R-1-KIT R-HPF 60 0.55 120 IGN-XG-01
20uF, 
120V

A R2 H1 2

70 S62 Single 120 HPS-70R-1-KIT R-HPF 80 0.73 120 IGN-XG-01
28uF, 
120V

A R3 H1 2

70 S62 Quad
120/208/
240/277

HPS-70X-Q-KIT HX-HPF 93
0.82/0.47/
0.41/0.35

120 IGN-XG-01
7uF, 

280V
A A9 H5 2

100 S54 Single 120 HPS-100R-1-KIT R-HPF 110 1.00 120 IGN-XG-01
46uF, 
120V

A R4 H1 2

100 S54 Quad
120/208/
240/277

HPS-100X-Q-KIT HX-HPF 130
1.16/0.68/
0.58/0.50

120 IGN-XG-01
14uF, 
280V

A A11 H5 2

150 S55 Single 120 HPS-150R-1-KIT R-HPF 170 1.55 120 IGN-XG-01
55uF, 
120V

A R5 H1 2

150 S55 Quad
120/208/
240/277

HPS-150X-Q-KIT HX-HPF 188
1.68/0.97/
0.84/0.73

120 IGN-XG-01
14uF, 
280V

A A13 H5 2

250 S50 Quad
120/208/
240/277

HPS-250A-Q-HP-KIT CWA 290
2.50/1.50/
1.30/1.10

185 IGN-XG-02
35uF, 
280V

B A2 H3 2

250 S50 5 Tap
120/208/
240/277/480

HPS-250A-P-HP-KIT CWA 290
2.50/1.50/1.30/
1.10/0.70

185 IGN-XG-02
35uF, 
280V

B A19 H7 2

400 S51 Quad
120/208/
240/277

HPS-400A-Q-HP-KIT CWA 465
4.00/2.40/
2.10/1.70

190 IGN-XG-02
55uF, 
300V

C A3 H3 2

400 S51 5 Tap
120/208/240/
277/480

HPS-400A-P-HP-KIT CWA 465
4.00/2.40/2.10/
1.70/1.10

190 IGN-XG-02
55uF, 
300V

D A21 H7 2

1000 S52 Quad
120/208/
240/277

HPS-1000A-Q-HP-KIT CWA 1100
10.0/5.20/
4.50/4.00

430 IGN-XG-03
26uF, 
525V

H A4 H3 2

1000 S52 5 Tap
120/208/240/
277/480

HPS-1000A-P-HP-KIT CWA 1100
9.50/5.30/
4.80/4.30/2.50

430 IGN-XG-03
26uF, 
525V

E A25 H7 2

Specifications subject to change without notice.

For complete product specifications visit Keystone Ballast.com
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Case Styles (inches) Wiring Diagrams

High Pressure Sodium:    High Pressure Sodium Kits VII.1

L W H B M1 M2
A2 4.30 1.81 4.80 3.43 3.87 4.38
A3 4.30 2.31 4.80 4.14 3.87 4.38
A4 4.30 3.74 6.02 5.99 3.87 5.37
A9 2.80 1.54 3.94 2.91 2.44 3.50

A11 2.80 1.99 3.94 3.35 2.44 3.50
A13 2.80 2.58 3.94 3.86 2.44 3.50
A19 4.30 1.97 4.80 4.14 3.87 4.38
A21 4.30 2.35 4.80 4.25 3.87 4.38
A25 4.30 3.74 6.02 6.18 3.87 5.37

Case A

L W H B M1 M2
R1 2.64 0.61 2.25 1.58 2.19 1.79
R2 2.64 0.83 2.25 1.81 2.19 1.79
R3 2.64 1.3 2.25 2.25 2.19 1.79
R4 2.64 1.54 2.25 2.72 2.19 1.79
R5 2.64 2.09 2.25 3.35 2.19 1.79
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